
  The MIPRO MA-101a Personal UHF frequency agile wireless PA    
  system is the  ideal system for bus tours, parties, parades, seminars  
  and other  small event gatherings. It easily handles crowds of up to  
  400 people, yet weighs a mere 6.5 lbs. 

  This versatile unit can be handheld, used with the included shoulder  
  strap, placed on a flat surface or mounted on an optional stand. The  
  MA-101a is offered with your choice of a wireless handheld  
  microphone transmitter, body pack transmitter and an optional   
  wired microphone, storage bag and stand.

 MA-101a: Portable Personal PA System 
Key Features 

• ACT Technology (Automatic Channel Targeting) 
• Built-in UHF wireless receiver, 16 frequencies to choose from 
• Wireless handheld, lapel, headworn or instrument versions available  
• Integrated 30-watt amplifier   
• Built-in storage compartment for shoulder strap 
• Volume control and charge status light   
• Full-range high efficiency 5" loudspeaker  
• 90-264 VAC auto-switching AC power supply  
• Hand carry or stand mount, shoulder-carrying strap included  
• Auxiliary 1/4" mic-in jack for optional MM-107 wired microphone 
• Auxiliary 1/8” line-out jack for recording or sending the signal to a larger system 
• Auxiliary 1/8" mini line-in jack for external CD, cassette, or other line level sources  
• Built-in rechargeable battery (up to 8 hrs. continuous operation after only 5 hrs. of charging)  

Built-in Output Power 30W (RMS)/4 ohms 

T.H.D. Less than 1% 

Frequency Response 60Hz - 15kHz (± 3dB)

Speaker 5” full-range 

Receiver Module Built in frequency agile UHF receiver, 16 frequencies to choose from 

Wireless Transmitters ACT-707HE Condenser handheld microphones.  
ACT-707TE Body pack with lavaliere or head worn mics or instrument/line adaptor 

Audio Inputs 1/4” mic-in and 1/8” mini-phone line-in  

Audio Outputs 1/8” mini-phone line-out  

Power Supply 12V/2.7a rechargeable batteries & 18V DC / 90-264V AC switching power supply 

Optional Accessories SC-10 soft storage / accessory carry bag, MM-107 wired dynamic hypercardioid 
microphone, CFM5FP mic cable, MS-101 stand 35 1/2” to 63” H 

System Re-charge Time / Operating Time 4-5 hours to re-charge / up to 8 hours continuous use 

Dimensions / Weight 11.2” x 6.3” x 7.0” / 6.5 lbs.

Finish Textured grip handle, Black 
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